




Features

High Performance and Reliability
• On-line Double-Conversion Technology
This technology guarantees consistent high power quality. 
Whatever the disturbances on the distribution system are, 
a pure sinewave is regenerated via AC to DC to AC double-
conversion process. The battery supplies the load with 
power at all times so that no switching time is noticed at 
the output when the input power goes off.

• Wide Input-Voltage Range
The JP UPS has a very wide input-voltage tolerance (from 
120V ~ 276V, for 70~100% linear load) which allows the 
UPS to provide a constant output voltage while keeping the 
batteries on the charger. This way, the batteries are not 
used as heavily, which maximizes the availability backup 
time and extends the battery life.

High Availability
• Hot - swappable UPS.
• Internal bypass and maintenance included as standard.
• The UPS can be connected to two independent electrical 
sources (source 1 and 2 can be common or separate).
• Large input voltage range without draining the battery: 
200/220/230/240VAC (120~276VAC Full Load) single 
phase 70%~100% linear load. 
•Batteries tested automatically at regular intervals and 
protected against deep discharge. 

Ease of Use
• Easy installation and integration
- Tower or 19”-rack models
- Complete installation kit
- Easy connection to AC power
- Optional caster-mounted support for easy handling

• EPO port (Emergency Power Off)
A customer-supplied switch located remotely can be used 
to open the EPO connection and allow the UPS output 
receptacles to be switched off. Since the EPO shuts down 
the equipment immediately, orderly shutdown procedures 
are not followed by any power management software. The 
UPS will have to be manually restarted in order to regain 
power to the outlets.

• Redundant Configuration
You can combine several JP UPSs (7kVA ~ 11kVA) to 
obtain a redundant power solution for your servers and 
applications requiring extreme availability.

• Industrial
• Compatible with all types of generator set. 
• Can be integrated into building management systems. 
• Steel casing. 
• Operating temperature up to 40°C. 
• Meets Marine vibration test requirements. 
• Optional supervision and remote control from UPS 
terminal control. 

PCE PowerTrack   Suite

The industry’s most comprehensive software bundle, the 
PCE PowerTrack  Software Suite comes included with every 
PCE JP UPS.

• PowerTrack wizard guides you through software 
selection and installation

• PowerTrack  includes the following power management 
features

• Automatic shutdown 
• User notification of power events 
• Automatic reboot 
• Broadcast power abnormal status 
• Smart save file 
• Scheduled system shutdown/reboot 
• UPS Battery low warning 
• Real-time graphical display 
• Power quality data log 
• Printing power events list 
• Graphic display by meter 
• Support Windows Services and auto-start 
PowerTrack  is available for:
Windows 95/98/2000/NT/ME/XP/2003

Software and Communications Options

• USB port (optional) allows UPS to communicate with 
Windows 98/ME, 2000, XP and 2003 computers. 

• RS-232 Port allows the UPS for interface with power 
management software. 

• SNMP/Web card (optional) adds direct control and 
monitoring capabilities in SNMP-based networks. It 
provides the ability to monitor UPS status via a web 
browser. 

• Dry Contact: Adds integration to industrial environment 
and Building Management Systems, as well as intercon-
nection to IBM AS-400 machines. 
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JP Tower Model and Rack Mount Series AVk11-PJAVk9-PJAVk7-PJ

AV00011AV0009AV0007

W0528W0576W0525

Voltage 

Voltage range

Frequency

Power factor

THDi

Voltage (on battery)

Frequency (on battery)

Transfer Time

Overload Recovery

Efficiency 

 -On-Line mode

 -Economy mode

UPS Design Technology

Output Wave Form

Harmonic distortion

Crest Factor

Overload Protection

Short Circuit Protection

LCD Indicators

LED indicators

Audible Alarm (Batt. back up)

UPS Fault

Type

DC Voltage

Typical Recharge Time 

Management

Battery Protection

Cold Start (DC start)

Back Up Time (optional)

RS-232,dry contact

SNMP(optional)

Compatibility

Model

Dimensions (WxDxH) mm (inch) 

- Unit dimensions

-Package dimensions
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Operating Temperature

Storage Temperature

Altitude

Audible Noise

Relative Humidity 

Performance

Safety

Design,production,and services

Environment

Marking & Certifications

Detect Battery Low, schedule UPS On/Off, AC input/output power status display

Novell, SNMP, Windows 95/98/ME/2000/XP/2003

Monitoring capabilities in SNMP based networks

0 ~ 95% humidity, non-condensing

3,500 meters max

< 40 dBA at 1 Meter

Standards & 
Certifications 

EN50091-3/IEC 62040-3

UL 1778, CE, EN 50091-1,EN 60950 (RD/), IEC 60950

EMC (EMS / EMI)
IEC 61000-4-2/-3/-4/-5/-6/-8/-11, IEC 61000-3-2/-3, , FCC Part 15, CISPR 22,  
EN 50091-2/IEC62040-2, EN 55022/B,FCC 47 part 15 - Subpart B - Class A

ISO 9001

ISO 14001 certified company

CE, TUV/GS, UL, cUL, c-Tick

Continuous beeping sound and LCD display

3:1

Battery

Sealed, maintenance-free lead acid batteries, 3-5 years typical life time

240VDC

4 hours (to 90% Full)

Self-test, adjustable battery transfer points and alarm settings

Cut off without draining any current when battery is low

YES

Depends on batteries installed

UPS output cut off immediately or input fuse/circuit breaker protection

Input/output voltage & frequency,on-line/back up/bypass modes, battery capacity, load level, 
fault status

Beep every 5 sec

Back up mode,Bypass mode, inverter, fault

Pure Sinewave

< 3% of T.H.D. at linear load

> 99%

<102% Continuous,102%~125% for 10 min, 125%~150% for 1 min, >150% for 5 sec

50/60 Hz +/-0.1%

0 ms

Auto transfer to UPS

On-Line / Fully digitized microprocessor controlled

Communication

System
Display / Warning

Output

Protection

Output power with cos = 0.75

> 93%

Input

220V,230V,240V, 1Ø 2Wires  

<3%

120~276 V*

40~70Hz

>0.99

220V,  230V,  240V +/-1% (selectable output voltage), 1Ø 2Wires 

*70%~100% Linear Load

24.5(53.9)

444.5x563.3x130.6 (17.5"x22.18"x 5.14")

600x756x242 (23.62"x29.77"x 9.53")

Physical

Tower or rack mount 3U

0°C ~ 40°C 

 -20°C ~ 50°C 

Environment 
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NORTH & SOUTH AMERICA
PCE UPS SYSTEMS Inc.
4805 Colombo Cres.
Mississauga, Ontario
Canada
Tel: +1.905.607.2552
Fax: +1.905.607.9811

EUROPE
PCE – Pronergy SA
5 Rue Ampere
91380, Chilly Mazarin
France
Tel: +33 1 69.19.43.03
Fax: +33 1 69.19.43.01

MIDDLE EAST & AFRICA
PCE UPS SYSTEMS FZCO
LOB 16 #236, Jebel Ali Free Zone
P.O.Box 261840, Dubai
United Arab Emirates
Tel: +971.4.8873908
Tel: +971.4.8873909

www.pceups.com
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