
Power Rating W0045/AVk6W0072/AVk3W0081/AVk2W009/AVk19.0=F.P

Voltage

Frequency

Voltage range

Power Factor

THDi

Voltage (on battery)

Frequency (on battery)

Transfer Time

Efficiency

UPS Design Technology

Output Wave Form

Total Harmonic distortion (THD)

Crest Factor

Overload Protection

Short Circuit Protection

LED indicators

Audible Alarm 

Overload Alarm

Battery Type

Typical Recharge Time

CDV63egatloVCD 240VDC

Management

Cold Start

Battery Protection

nim8nim5nim9nim5emitpukcaB

AS-400*, USB*, RS-232

SNMP*

Compatibility

W x D x H

 -UPS Case
450X 482.6 X 87 mm (2U)

(with battery)
482.6 X 600 X 132 mm (3U)

 -Battery Pack )U3(mm231X006X6.284)U2(mm78X6.284X054

Net Weight 15Kg(33lb) 9.6Kg(21.12lb) 10Kg(22lb) 18.3Kg(40.26lb)

Shipping Weight 16.3Kg(35.86lb) with battery 10.3Kg(22.66lb) 11.2Kg(24.64lb) 19.1Kg(42.02lb)

Battery Pack Weight 21Kg(46.2lb) 64.2Kg(141.24lb)

Operating Temperature

Storage Temperature

Altitude

Audible noise

Relative Humidity 

Performance

Safety

Design, production, and services

Environment

Marking & Certifications

Standards & 
Certifications

EN50091-3/IEC 62040-3

UL 1778, CE, EN 50091-1,EN 60950 (RD/), IEC 60950

EMC (EMS / EMI)
IEC 61000-4-2/-3/-4/-5/-6/-8/-11, IEC 61000-3-2/-3,FCC Part 15, CISPR 22, EN 50091-2/IEC62040-2 

EN 55022/B,FCC 47 part 15 - Subpart B - Class A

ISO 9001

ISO 14001 certified company

CE, TUV/GS, UL, cUL, c-Tick

Environment

0°C ~ 40°C

 -20°C ~ 50°C

3,500 meters max

reteM1taABd54<reteM1taABd24<

20 ~ 90% humidity, non-condensing

Physical

450X 482.6 X 87 mm (2U)

450X 482.6 X 87 mm (2U)

26Kg(57.2lb)

Communication

Interface with power management software

Power Management from SNMP manager and web browser

Windows 98/NT/2000/XP/2003, Linux, Sun Solaris, IBM Aix, Compaq True64, SGI IRIX, FreeBSD,
                                                        HP-U X and MAC/ME

Battery

Sealed, maintenance-free lead acid batteries, 3-5 years typical life time

5 hours  to 90% Full

96VDC

Self-test, adjustable battery transfer points and alarm settings

YES

Cuts off without draining any current when battery is low

Protection
125% for 10 minutes and 150% for 1 minute

UPS output cut off immediately using input fuse/circuit breaker protection

System
Display/
Warning

On-line mode, bypass mode, back up mode, battery capacity, load level, fault 

Beep every 4 second (Battery back up)

Beep twice every second

Output

220V, 230V, 240V, +/-1% (selectable output voltage), 1Ø 2Wires 

50/60 Hz +/-0.1%

0 ms

>95%(line mode),>92%(battery mode)

On-Line / Fully digitized microprocessor controlled

Pure Sinewave

< 3% of T.H.D. at linear load ,  < 5% T.H.D. at non linear load

3:1

Model VPM RM Extreme 

Input

220V/230V/240V, 1Ø 2Wires

50/60 Hz +/-10Hz

105V~296V

≥98%

<3%

*For optional features
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© 2009 PCE UPS SYSTEMS Inc. All rights reserved. All trademarks are property of their respective owners. Specifications subject to change without notice.

NORTH & SOUTH AMERICA
PCE UPS SYSTEMS Inc.
4805 Colombo Cres.
Mississauga, Ontario
Canada
Tel: +1.905.607.2552
Fax: +1.905.607.9811

EUROPE
PCE – Pronergy SA
5 Rue Ampere
91380, Chilly Mazarin
France
Tel: +33 1 69.19.43.03
Fax: +33 1 69.19.43.01

MIDDLE EAST & AFRICA
PCE UPS SYSTEMS FZCO
LOB 16 #236, Jebel Ali Free Zone
P.O.Box 261840, Dubai
United Arab Emirates
Tel: +971.4.8873908
Tel: +971.4.8873909

www.pceups.com
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